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US — Upravljanje sistemom COBISS Uputstva za upotrebu Stampaca Fujitsu DL3750+

1 Uvod

U dokumentu je re¢ o upotrebi Stampaca Fujitsu DL3750+ (priklju¢ivanje, zamena papira isl.) za
rad u sistemu COBISS.

2  Upotreba stampaca Fujitsu DL3750+

Stampa¢ Fujitsu DL3750+ se u sistem COBISS moze prikljuéiti na terminal VT510 ili
personalni racunar (v. slike 11 2).

Slika 1: Terminal VT510 i Stampac
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Slika 2: Personalni racunar i Stampac¢

Stampa¢ ima serijski ugraden paralelni interfejs, a moZemo da naru¢imo i serijski. Upotrebu
interfejsa USB za rad u sistemu COBISS ne savetujemo! Za prikljucivanje upotrebimo
odgovaraju¢i prikljuéni kabl.
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Uputstva za upotrebu Stampaca Fujitsu DL3750+ US — Upravljanje sistemom COBISS

poklopac ugradenog
interfejsa

Slika 3: Leva strana Stampaca Fujitsu DL3750+ (interfejs — paralelni, serijski ...)

Stampac se moze prikljugiti i na §tampacki server; tada funkcioniie kao sistemski red ¢ekanja. U
tom slucaju za Stampac je potrebno srediti sistemske parametre i unutar sistema COBISS. Za
izvodenje te akcije potrebno je saopstiti tip i MAC-adresu servera na e-adresu: cobisservis@)
izum.si.

3 Opis Stampaca
Opis Stampaca dat je na slikama 41 5.

poklopac Stampaca
vodilo
vodilo glave ) papira

\\

akusticki

/ . naklanac

X ;,-.// podesavanj
: debeljine

_——  papira

valja

kontrolna tabla
sklopka

Slika 4: Opis Stampaca Fujitsu DL3750+ s prednje strane
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izlaz papira

vodilo papira

zadnji poklopac

prikljuciva

nje poklopac

nhapajanja interfejsa
vodila beskona¢nog papira vodilo glave

Slika 5: Opis Stampaca Fujitsu DL3750+ sa zadnje strane

4  Instalacija Stampaca

4.1 OKruZenje Windows

Stampag Fujitsu DL3750+ u okruzenju Windows instaliramo kao Generic/TextOnly.

4.2 Terminal VT510

Tipkom [F3 stizemo u Set up i podesimo vrednost parametra za Stampac s obzirom na upotrebljen
izlaz. Stampa¢ mozemo da priklju¢imo na comni, corm® ili Par al el | :

Set Up Term nal
Printer - Port select -(S1= Com® print= Coml)al i
(S1= conmml print= com®)ali
(S1= conmmX print= paralell); X=1,2

4.3 Okruzenje COBISS

Vrednosti parametara moraju da budu podeSene na nacin prikazan na slici 6:
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MR.r2w - WRQ Reflection for UNIX and OpenVMS

File Edit Connection Setup Macro COBISS Window Help

= = B 3= 7 é ra | k2 % Znaki %Word ToCobiss == Telnet == Ftp @0+ HostBase <M
COBISS2/Izpisi ZASKHJ 08.12.2006 =

Keypad: application Prefix: LA,TL,AU,PY,DT

Interpret: COBISS Format: BIB,SHOR, COPY,FULL,LS1

Keyboard: OWERTY Expand code: yes

Start level: 7 Hold format: semicolon

Exit level: 1 lou Bold subfield: yes

Language: slv Key help: no

Printer: 20 FUJITSU DL 3750 PLUS Hon-stop help: no

Queue: 00 (null,Form=PRT_MAX) Bold attr.: Enabled

Condensed: no Fast exit: no

List divide: uword Hold level: 2 (1+YE)

Def. card format: 00 Def. type: M

Key repeat: yes Script: Cyr OFF Greek OFF OldCyr OFF

Cir search limit: none Broadcast: PHOME MAIL J0OB

Cir print debt: local Line mode: no

Cir print eti: local Add FF to printout: no

Automatic display: no
|

v
201, 2 WTS00-7 -- izumr wia TELMET 00:01:04 | MNum Haold

Slika 6: Instalacija Stampaca u okruZenju COBISS

5  Namestanje ribona i papira

5.1 NamesStanje kasete ribona

Otvorimo poklopac Stampaca, oslobodimo ¢ivije na kaseti ribona te ju umetnemo da u lezistu
zapne (v. slike 7 1 8).

dugme za ru¢no

namotavanje trake

okrenite dugme u
smeru kazaljke na satu

oslobodite
Civije —

Slika 7: Priprema kasete ribona za namestanje
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US — Upravljanje sistemom COBISS Uputstva za upotrebu Stampaca Fujitsu DL3750+

polozaj kasete

/ ribona

Yo

Slika 8: Namestanje kasete ribona u leZiste

5.2 NameStanje papira

Prilikom namestanja papira (beskonacni, A4) upotrebimo kontrolnu tablu (v. sliku 9) 1 papir
namestimo na nacin prikazan na slikama 101 11.

POWER MENU1 MENUZ  OMLINE AREA QVER PAPER QUT
O o O O o O
MENU  TEAR OFF  ONLINE LF /FF LDAD
() ( () "F\ C )
PE_,ET setup | MicRoa ]
‘“A\-E TOP MICROY
T . | MENU MENU+ONLINE:
pomeranje linije ili pomeranje . .
pohranimo poziciju
strana » .
namestenog papira
LF/FF nepreklnpt pritisak 3 sekunde: TEAR OFF Pomeranje perfgracue na
pomeranje cele strane mesto za cepanje
LF/FF+ONLINE: pomeranje Izbor napred: A4
napred za 1/180 inca papira nazad: beskonacni papir
nameStanje papira Izbor s obzirom na broj kopija
LOAD LOAD+ONLINE: pomeranje | debljine potrazimo optimalno
nazad za 1/180 inc¢a papira podesavanje (1-5-A-D)

Slika 9: Kontrolna tabla Stampaca
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\ wéjfﬁ

kAL ‘o side . S
uévriéivanje vodila za W b
—== izbor debljine papira

papir

Slika 10: NameStanje beskona¢nog papira (zadnja strana)

Slika 11: NamesStanje beskona¢nog papira (prednja strana)

6  PodeSavanje parametara za Stampac

Za podeSavanje parametara, koji su potrebni za pravilan rad Stampaca u sistemu COBISS,
upotrebimo programski paket DLMENU sa prilozenog CD-a (DImenu.Exe). Posto program
startujemo, najpre izaberemo Stampac Fujitsu DL3750+. Zatim podesimo parametre u MENUT1 i
CONFIG, na nacin prikazan na slikama 12 1 13.
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Uputstva za upotrebu Stampaca Fujitsu DL3750+

4> DLMENU

EMULATE
FOMT
GLALITY
PITCH
LINE-SP
CHAR-AN
CHAR-H
ATTRIE
PAGE LG
LFT-EMD:
TOP-MRG

File (F)  Setting {39  Help(H)
MENLH ]MENuz | HarowiarE | sDausT | conFis |

LA RIGLIGE SLOV -
CHR-SET SET2 -

PRE-SKP  [MO-sKP =]

I
TEROFNT  [mo-stsH =]
DC3-CDE  [EMaBLE =]
CR-CODE  [cRoMLY =
LF-CODE  [LFack =]
RGHTEND  [ovreRT =]

Initializing (1 |

Tranzterring (C) Finish (&) |

Slika 12: Parametri na jezicku MENU1

CoX

5 DLMENL

TEARCFF
TEARPOS
TEAR-EM
CUTLOAD
LOADTIN
DECODE
AREACKHT
CN-LOAD
Lok
s

File {(FY Setting (57 Help{H)
MENU1 | MENUZ | HARDWARE | ADJUST — CONFIG ]

DIRECT -
MOME -

CONTPE  [EDoE ~|
GATHER [DisaBLE |
curcit |seeED -
SHIP-PR ENABLE -

oesme <]

Initializing ([ |

Transferring (C) Finish (X |

Slika 13: Parametri na jezicku CONFIG

Prenos podataka izvedemo pritiskom na dugme Transfering (C).
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